
Steam Door Set
A good steam door traps steam inside and directs the 

condensed water towards the floor drain. SAWO steam 
door set does this all and has a sophisticated 
slender appearance! It has rubber gasket and a magnetic 

lock to keep the steam inside the room. The lower part 

of the 8 mm thick tempered glass has a water 

catcher attached to it. The water catcher together with 

an inclined lower jamb makes sure that all the water 

stays inside the steam room. 

The steam door set is very easy to assemble. One may 

attached it to the walls using silicone or screwing the 

jamb into the wall opening. Extra screws and rubber 

caps are provided.



Dimensions:

790 x 60 x 1890mm

Specs:

 » aluminum door jamb

 » frosted 8mm tempered glass door

 » stainless door handle set

 » 3 heavy duty hinges

 » magnetic door lock 

 » sealed rubber gasket

 » plastic water catcher

 » wedges for easy installation

 » extra screws and rubber caps

 » silicone, allen wrench and screw guide included
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DOOR INSTALLATION

Extra screws and caps are 

provided for installing steam 

door with screws. Follow user 

manual for installation details.

The steam door set can 

easily be mounted using a 

silicone to affix it to the wall 

opening. The aluminum frame 

is designed with perforated 

edges so that sealant can 

hold the door properly.
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